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General

The installation tool is designed to hold the base in the correct position during casting with resin to
permanently fix the base to the asphalt or concrete. The installation tool can hold the base hanging in the
drilled hole in the surface, indicate the correct position for the light output, and includes adjustment facilities
to position the top of the base at exactly the same height as the surrounding surface.

The installation tool can be mounted on the base for installation without toe-in, or with a toe-in of ±2.5° or
±4°.

Variants

The installation tool is available in the following variants:

• 302220/1 Installation Tool for 12" shallow base (type: standard 890)

• 302221/1 Installation Tool for 8" shallow base (type: standard 891 or SHB-8)

Accessories

Optional accessory:

• 302222 Telescope Kit for directional adjustment of shallow base

Application

1. Fix the installation tool to the shallow base by means of two M10 bolts, using the holes for 0°, ±2.5° or
±4° toe-in as applicable.

2. Place the base in the center of the drilled hole in the surface, and by means of the three height-
adjustment screws adjust the base to a horizontal level as close to the level of the surface as possible.

3. Adjust the installation tool with base to match the correct light output direction. This can simply be
done by using the light output direction indicator (arrow) on the installation tool to control the direction.
Alternatively, an additional telescope tool for directional adjustment (part number 302222) can be
attached to the installation tool to provide higher accuracy and easier adjustment procedure.

4. Check the height of the base and correct the height if necessary.

5. Seal the hole in base around the incoming cable (foam is suitable).

6. Pour the resin according to the manufacturer's instructions. In some cases, it can be necessary to put
a weight (such as a sand bag) on top of the base to prevent the base from floating in the resin. The
installation tool must stay fixed to the base until the resin is fully hardened.

7. Place a two-dimensional level on the installation tool to check the horizontal position of the base in the
hole.

For full instructions see the Installation Instructions for your Shallow base type.
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Technical Drawings

Figure 1: 302220-1 tool for 12" shallow base
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Figure 2: 302221-1 tool for 8" shallow base
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Company profile:

TKH Airport Solutions is an innovator in airfield ground lighting, offering a
complete range of LED AGL products. We build upon the know-how from
a long and successful tradition of pioneering developments in the AGL and
connectivity industry. Being part of the TKH Group, our company can build
on a history of more than 90 years in smart connectivity, energy distribution
and AGL.

More information:

TKH Airport Solutions
sales@tkh-airportsolutions.com
www.tkh-airportsolutions.com
+31 (0)53 57 414 56

Visiting address:

Elektrostraat 17
7483 PG Haaksbergen
The Netherlands


