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General

The TKH Airport Solutions PAPI System is designed to provide pilots with a clear visual reference for
maintaining the correct approach angle during landing. The system comprises four lighting units, working
together to indicate whether the aircraft's approach path is too high, too low, or on the correct glide path,
ensuring safer landings.

Fully compliant with ICAO (International Civil Aviation Organization) regulations, the PAPI System is installed
adjacent to the runway threshold. This advanced system enhances runway safety, particularly in challenging
environments and weather conditions, offering reliable visual guidance to pilots.

Specifications

Enclosure: Aluminium powder coated RAL1028 (yellow) / double glass

Mounting: Rigid, 12x M12

External earthing: Up to 4 mm2 / AWG 12

Ambient Temperature: -40° C to +55° C

IP rating: IP 66

Weight: 30 kg

Input Voltage: 2.8 - 6.6 A from AGL transformer | 200 W secondary transformer

Consumption: 100 W (400 W total)

Life expectancy: 100.000+ hours

Dimensions: L 946 mm x W 534 mm x H 426 mm

Standards

The PAPI LED 803 is developed in compliance with:

• ICAO Annex 14 Volume II

• FAA L-880 / L-881 & E-3007
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Light Characteristics

Light source: LED, steady burning

Light color: White 5700 K / Red 630 nm

Light intensity: + 30.000 cd / 15.000 cd ICAO

Vertical beam profile: as per ICAO

Color chromaticity: as per ICAO

Photometry: According ICAO Annex 14 Volume II

Dimensions
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System Overview

For every PAPI unit, 1 x 200W AGL transformer is required. These are connected to the PAPI unit with a
secondary cable connector (A).

Between every PAPI unit, an interconnecting twisted pair cable (B) is placed for collective fault detection
(cable type: LAPP - UNITRONIC® Li2YCYv (TP) – 0031366 - data cable; 1X2X0.5).

Document Information

Name : 04_LED_PAPI_803_03-71009

Version : V1.1

Language : English (Original manual)

For the latest version of this document see https://www.tkh-airportsolutions.com/airfield-products/ or scan
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Company profile:

TKH Airport Solutions offers a complete range of LED-based airfield
ground lighting products that are designed to be easy to install, operate,
and maintain, and are compliant with international aviation standards.Our
products meet the needs of our customers and contribute to a better future
for the aviation industry. Being part of the TKH Group, our company can
build on a history of more than 95 years in smart connectivity, energy
distribution and AGL.

More information:

TKH Airport Solutions
sales@tkh-airportsolutions.com
www.tkh-airportsolutions.com
+31 (0)53 57 414 56

Visiting address:

Elektrostraat 17
7483 PG Haaksbergen
The Netherlands


